
Part No.      ABSG020 - 25mm
Fitting Colour    GREY
Diameter  Tolerance  +/- 0.15mm

Installation Instructions:
Do not paint.
Keep pipe clean and free from dust.
Do not install in direct sunlight.
Only install with approved pipe.
Do not use solvents to clean,
only soaonly soapy water.

This component is used when it is necessary
to sample through a suspended ceiling.
The capillary Tee piece ts onto the pipe run.
it is followed by a 2 meter 10mm OD 
nylon tube which links into the discrete head.
The discrete cap is supplied with a solid head,
which will newhich will necessitate a hole being drilled to 
the required size by the installer.
The discrete end cap is held in place by a hole
in the ceiling tile.

(ABSG020 - 25mm)
DISCRETE SAMPLING KIT
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DISCRETE
END CAP

10mm NYLON TUBING
STANDARD LENGTH 2m

TEE ADAPTOR
ABSG022/25

RAW MATERIAL DATA

NFM 10x7.5 -
OD Tol’s +0.03/-0.09mm
Burst Pressure 995 PSI / 68 bar
Bend Radius 40mm
Weight/30m 1.08kgs

NEM 10x8 -
ODOD Tol’s +0.02/-0.10mm
Burst Pressure 772 PSI / 53 bar
Bend Radius 50mm
Weight/30m 0.87kgs

Temperature Range -
-40°C to +70°C, Occasional use up to
+130°C, Brittle point: -70°C

TTechnical information for use as
a guide only.

Pressure values given are based on
the short term burst pressure at 20°C
based on a 3:1 safety factor.
Any increase in temperature above
20°C will result in a decline in working
ppressure values.

Products and specications are subject
to improvements and change without
notice.
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